ADDENDUM #1 — May 13, 2015
WEST VIRGINIA PARKWAYS AUTHORITY

SPECIFICATIONS AND CONTRACT DOCUMENTS
FOR

CONTRACT NO: FD-1-15
FULL DEPTH PAVEMENT REHABILITATION

MERCER, RALEIGH, FAYETTE,
AND KANAWHA COUNTIES, WV

REPLACE THE FOLLOWING SHEET:

e Sheet 4 Schedule of Items — Re-formatted sheet to allow for recording of the unit
bid prices and the overall project bid.

WEST VIRGINIA PARKWAYS AUTHORITY

C Save
Gregory Q. Barr

General Manager



Schedule of items
Contract FD-1-15
Full Depth Pavement Rehabilitation

PRIN/ FD-1-15 UNIT
ITEM ALT DESCRIPTION UNITS QUANTITIE_S PRICE TOTAL
204001000 Mobilization L5 1 ] N o
204002-000 Emergency Mabilization EA 5
204003-000 Day Work Off-Season / On-Call Mobilization EA 5
204004-000 Night Work Off-Season / On-Call Mobilization EA 3
636011-002A Traffic Control Devices (Off-Season) DA 20
636011-002B Traffic Control Devices WK 16
636014-001 Flagger HR 1,920
636014-002 B Traffic Director HR 960 B o
636021-001 Electric Arrow DA 80
636022-001 Changeable Message Sign DA 80
636025-001 Warning Lights, Type B DA 640
536028-001 Shadow Vehicle DA 80
636030-001 Speed Monitoring Trailer DA 80
WVPA SECTION 1
506001-001 Section 1 - Extra High Early Strength Concrete Pavement Repair, 10 inches, &' - 12" sy 59
506001-001 Section 1 - Extra High Early Strength Concrete P t Repair, 10 inches, 12' - 20" sY 42
506001-001 Section 1 - Extra High Early Strength Concrete Pavement Repair, 10 inches, 20' + SY 156
606020-001A Aggregate Filled Underdrain EA 3
WVPA SECTION 2
S06001-001 Section 2 - Extra High Early Strength Concrete Pavement Repair, 10 inches, 8'- 12' SY 107
S06001-001 Section 2 - Extra High Early Strength Concrete Pavement Repair, 10 inches, 12' - 20" sy 36
506001-001 Section 2 - Extra High Early Strength Concrete Pavement Repair, 10 inches, 20' + sy 228
606020-001A Aggregate Filled Underdrain EA 3
WVPA SECTION 3
502001-012 12 Inch Portland Cement Concrete Approach Slab SY 180
506001-001 Section 3 - Extra High Early Strength Concrete Pavement Repair, 10 inches, 8' - 12' sY 39
506001-001 Section 3 - Extra High Early Strength Concrete Pavement Repair, 10 inches, 12" - 20" SY 66
506001-001 Section 3 - Extra High Early Strength Concrete Pavement Repair, 10 inches, 20" + SY 1,323
606020-001A Aggregate Filled Underdrain EA 4
BARRIER A TOLL PLAZA
506001-001 Barrier A - Extra High Early Strength Concrete Pavement Repair, 10 inches, 8' - 12 SY 136
506001-001 Barrier A - Extra High Early Strength Concrete P Repair, 10 inches, 12" - 20° SY 95
506001-001 Barrier A - Extra High Early Strength Concrete Pavement Repair, 10 inches, 20" + Y 371
BARRIER B TOLL PLAZA
506001-001 Barrier B - Extra High Early Strength Concrete Pavement Repair, 10 inches, 8' - 12' SY 132
506001-001 Barrier B - Extra High Early Strength Concrete Pavement Repair, 10 inches, 12' - 20' SY 37
506001-001 Barrier B - Extra High Early Strength Concrete Pavement Repair, 10 inches, 20' + SY 279
BARRIER C TOLL PLAZA
506001-001 Barrier C - Extra High Early Strength Concrete Pavement Repair, 10 inches, 8' - 12' SY 15
_ 506001-001 | B Barrier C - Extra High Early Strength Cancrete Pavement Repair, 10 inches, 12'- 20" _SsY 251 -
06001-001 Barrier C - Extra High Early Strength Concrete Pavement Repair, 10 inches, 20' + sv 207 | A -
606020-001A Aggregate Filled Underdrain EA 1
BARRIER NORTH BECKLEY TOLL PLAZA
506001-001 Barrier NB - Extra High Early Strength Concrete Pavement Repair, 10 inches, 8' - 12' SY 103
506001001 | |Barrier NB - Extra High Early Strength Concrete Pavement Repair, 10 inches, 12'-20' SY 128
506001-001 Barrier NB - Extra High Early Strength Concrete Pavement Repair, 10 inches, 20' + ] T T
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