
January 12, 2011 

 
Page 1 of 2 

WEST VIRGINIA DEPARTMENT OF TRANSPORTATION 
 

DIVISION OF HIGHWAYS 
 

SPECIAL PROVISION 
 

FOR 
 

INTERSTATE /APPALACHIAN PAVEMENT MARKING CONTRACT 

STATE PROJECT NUMBER:  
  

FEDERAL PROJECT NUMBER:  
 

SECTION 636 
 

MAINTENANCE OF TRAFFIC  
 

636.3 – CONTROL OF TRAFFIC THROUGH WORK AREAS 
 
ADD THE FOLLOWING TO THE SECTION: 
 

An additional 'trail vehicle' shall be utilized with a 54" x 18" "Wet Paint" sign and a truck 
mounted Portable Changeable Message Sign (PCMS) stating "Caution - Painting -Ahead", or 
other message as provided by the Engineer.  This vehicle shall be protected by a Type VII- TMA 
(truck mounted attenuator). 

This secondary trail vehicle shall generally travel on the shoulder or adjacent lane of the 
painting operation, and that this secondary trail vehicle shall follow the paint train as described in 
Case D4 by 0.25 to 0.50 miles to improve motorist safety by additional sign communication and 
allowing advance warning time.  

If Case D4 is used, the cone pick-up vehicle shall be protected with a Type VII-Truck 
Mounted Attenuator (TMA) impact attenuation device. 
 
636.23 – METHOD OF MEASUREMENT: 
 
 ADD THE FOLLOWING SUBSECTION TO THE SECTION 
 
 636.23.30 – Lump Sum Traffic Control:   Work under this Section consists of 
providing, installing and maintaining various traffic control devices for the protection of the 
traveling public and working personnel during construction and maintenance operations, and 
includes channelizing devices, signs, barricades, markings, lighting devices, flaggers, pilot 
trucks, hand signal devices, traffic control vehicles, TMA’s, flashers, and all other applicable 
methods as described in Section 636 and the Division’s Manual On Temporary Traffic Control 
For Streets and Highways, 2006 Edition. 
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 The Contractor shall be responsible for the installation of adequate safety precautions for 
the protection of the traveling public and his/her own personnel. 
 All materials provided by the Contractor under the items of this section shall remain the 
property of the Contractor upon Completion of the project. 
 All work under this Section shall be reviewed and accepted by the Engineer prior to 
installation of the traffic control set up. 
  
636.24 – BASIS OF PAYMENT: 
 
DELETE THE CONTENTS OF THE SECTION AND REPLACE WITH THE 
FOLLOWING: 
 
 The quantities, determined as provided above, will be paid for at the contract unit price 
bid for “Lump Sum Traffic Control”, which prices and payment shall be full compensation for 
furnishing all the materials and doing all the work prescribed in a workmanlike and acceptable 
manner, including all labor, tools, equipment, supplies and incidentals necessary to complete the 
work during the life of the contract.  
 Payment for “Lump Sum Traffic Control” shall be paid as a percentage of the Unit Bid 
Price per month based on the life of the contract.   Example – a ten month contract will receive 
1/10th the unit bid cost each month as payment for “Lump Sum Traffic Control”. 

   
 
636.25 – PAY ITEMS: 
 
 ADD THE FOLLOWING TO THE TABLE: 
 

ITEM DESCRIPTION UNIT 
636001-* TRAFFIC CONTROL LUMP SUM (LS) 
*Sequence Number 


