
7'-6"

WEIGHT

2
LIMIT

TONS

7'-6"

W12X79
SIGN SUPPORT BEAM

W12X50
BRACE
(TYP)

MC6X15.1 SIGN BRACKET
(SWINGS WHEN IMPACTED)

W12X50
COLUMN
(TYP)

OVERHEIGHT VEHICLE
BARRIER

WHEELING SUSPENSION BRIDGE
OVERHEIGHT VEHICLE SIGN STRUCTURES

EAST APPROACH (STONE MASONRY ANCHOR FOUNDATION)
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7'-6"

WHEELING SUSPENSION BRIDGE
OVERHEIGHT VEHICLE SIGN STRUCTURES

WEST APPROACH (STONE MASONRY ANCHOR FOUNDATION)

POST
(MONOTUBE, TYP)

SIGN
SUPPORT
BEAM
(MONOTUBE)

Main Street
1000 900

MAINTAIN 

50 FT 

SPACE 
STRICTLY 

ENCORCED

WEIGHT
LIMIT

2
TONS

7'-6"

SPEED
LIMIT

25
MPH

OVERHEIGHT
VEHICLE
BARRIER

POST
(MONOTUBE, TYP)

SIGN
SUPPORT
BEAM
(MONOTUBE)

SPEED
LIMIT

25
MPH

SWINGING SIGN
SUPPORT
(MONOTUBE)

WEIGHT
LIMIT

2
TONS

7'-6"

W12X79
SIGN SUPPORT BEAM

W12X50
BRACE
(TYP)

MC6X15.1 SIGN BRACKET
(SWINGS WHEN IMPACTED)

STEEL ANCHORS
(DRILLED INTO MASONRY
AS REQUIRED, TYP)

WHEELING SUSPENSION BRIDGE
SWINGING SIGN STRUCTURE
EAST STRUCTURE (WEST SIMILAR)

OVERHEIGHT VEHICLE
BARRIER

W12X50
COLUMN
(TYP)

7'-6"
WEIGHT

2
LIMIT

TONS

OPTION #2



TOP OF
SIDEWALK

ASSUMED
EXISTING
ANCHORAGE
FOUNDATION

CLASS B
CONCRETE

TOP OF
ROADWAY

C COLUMNL

EXISTING
ANCHORAGE

STONE MASONRY ANCHOR FOUNDATION

09/20/2016

WHEELING SUSPENSION BRIDGE
OVERHEIGHT VEHICLE SIGN STRUCTURES

SWINGING 
SIGN STRUCTURE

STEEL MASONRY
ANCHORS (TYP)

COLUMN
BASE PLATE

OPTION #2


	East Approach - STONE MASONRY ANCHOR FOUNDATION
	West Approach - STONE MASONRY ANCHOR FOUNDATION
	Stone Masonry Anchor Foundation Detail



